
ULTRA-CLEAN VALVESPB 1HAM-LET LEADING BY INNOVATION

UCV MODEL SELECTION TABLE
Make the initial choice, taking the application parameters into account

* 300 PSI as an option.
** 2300 / 3060 PSI as a standard. 

PCTEE - PolyChloroTriFluoroEthylene  |  PI - Polylmide  |   PFA - PerfluoroAlkoxy
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Low-Pressure
≤ 1MPa (150-300 psi)

High-Pressure
≤ 21MPa (3060 psi)

-10~150°C
(14~300°F)

~0.1 ~0.3

2LE
2LM

MDDV

2LD
HM*
HMs

EV
EVZ

~0.7

2LD

EV
EVZ

-10~60°C
(14~140°F)

PCTFE

~0.1 ~0.3

2LE
2LM

MDDV

2LD
2LN
HM*

HMSC
HCS

EV 
EVZ     
HD*

~2.2 ~2.8

2LDS12 HF

~0.7

2LD

EV
EVZ

-10~200°C
(14~392°F)

PFA

~0.6

UF

~0.25

UF

~0.8

TF

METAL PI / PFA

~0.1 ~0.3

3LE 3LD

~0.7

3LD

-10~250°C
(14~480°F)

~0.7

3LT

METAL

-10~40°C
(14~100°F)

~0.25

2LS

PCTFE

-10~150°C
(14~300°F)

METAL PI

~0.1

2LH**

EVH**

~0.3

2LS

-10~60°C
(14~140°F)

PCTFE

~0.27

HP

~0.1

2LH**

EVH**

~0.1

3LH

~0.27

3LS


