
Double loop couplings

d1 d2 Order no.

 6   6 DSK290606

 6 10 DSK290610

 8   8 DSK290808

 8 10 DSK290810

10 10 DSK291010

Double loop coupling DSK29

d1 d2 Order no.

 6   6 DSK380606

 6 10 DSK380610

 6 12 DSK380612

 8   8 DSK380808

 8 10 DSK380810

 8 12 DSK380812

10 10 DSK381010

10 12 DSK381012  

12 12 DSK381212

d1 d2 Order no.

10 10 DSK481010

10 12 DSK481012

12 12 DSK481212

14 14 DSK481414

Double loop coupling DSK38 Double loop coupling DSK48

3,000 rpm

50 Ncm

±2.0 mm

±2.0 mm

± 10°

13 Nm /rad

13 N/mm

41 gcm2

100 Ncm

33 g

-30 °C up to +80 °C

Flange: steel galvanized

conecting element: 

polyurethane

dsk29

3,000 rpm

200 Ncm

±3.0 mm

±4.0 mm

±12°

28 Nm /rad

7 N/mm

106 gcm2

100 Ncm

85 g

-30 °C up to +80 °C

Flange: steel galvanized

conecting element: 

polyurethane

dsk48

3,000 rpm

150 Ncm

±2.5 mm

±3.0 mm

±10°

25 Nm /rad

15 N/mm

104 gcm2

200 Ncm

48 g

-30 °C up to +80 °C

Flange: steel galvanized

conecting element: 

polyurethane

dsk38

http://www.wachendorff-automation.com/couplings

Resistant to petrol, oil, benzene, toluenes, alcohol, solvents and other chemicals


